
The Technovia Glass Mount System is designed for use in internal locations and in medium security 
environments. Careful preparation and observation of the adhesive curing times will offer a highly reliable, 
semi-permanent fixing solution where a discreet and functional  mount system is required.

Components
The Technovia Universal Mount System has three main components:
1) Vesa Plate
2) Fixing Plate
3) Vanity Screen

Vesa Plate (Monitor Side) Fixing Plate (Monitor Side)

The following tools are required:

1) Glass Cleaner such as Silane Glass treatment AP115
2) Spirit Level
3) Small flathead Screwdriver

Mount Fixing to Glass
Carefully measure the position of the required mount. Prepare the glass, following the instructions supplied with the glass 
treatment product. Allow a generous area around the intended fixing point, to ensure the best adhesion.
Remove the protective backing from the adhesive pad and gently place the assembly in the desired position on the glass. 
Ensure the Vesa plate is orientated correctly. There are three locating lugs on the fixing plate and three corresponding 
slots on the Vesa plate. Position the unit with two lugs at the bottom. 

Position the mounting plate carefully, using a spirit-level. When the plate is in the desired position, apply firm pressure to 
the middle of the plate, to ensure good contact between the adhesive pad and glass surface.  
Once positioned, the adhesive must be left to cure. After positioning, the adhesive will appear to be solid, but the
bonding process will not be sufficient to take the weight of the monitor.

***NOTE: The plate should be left, undisturbed for a period of at least 48 hours 
in order for the adhesive to bond with the glass.***
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When you are confident the adhesive has bonded sufficiently, 
attach the Vesa plate to the monitor using the correct fixing 
screws. To mount the monitor, line up the three lugs on the Fixing 
Plate to the corresponding slots on the Vesa Plate, and allow the 
two plates to  clip together. To remove at any point; using a small 
flathead screwdriver, simply push the retaining clip towards the 
glass and gently lift the monitor.
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https://youtu.be/aI4yYqNhUeo

https://youtu.be/aI4yYqNhUeo

